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IN THE CLAIMS 

Please Amend the Claims as Follows: 

1-22. (cancelled) 

23. (currently amended) A conferencing system comprising: 
a conference server; 

at least one printer client, the at least one presenter client being characterized 
by the computational power of a hardware or software component at the 
at l<??3t one presenter client; 
at least one attendee client the at least one attendee client being characterized by 
the computational power of a hardware or software component at the at 
least one attendee client: and 
network connections coupling the conference server, [[and]] the at least one 
presenter client, and the at least one attendee client, wherein the 
conference server is configured to: 

identify the computational power of the at least one presenter 

client and the at least one attendee client: 
provide providing data updates from the at least one presenter 

client for delivery to the at least one attendee client via the 
network connection s; and [[,]] 
deliver whe*e the data updates are delivered in an output data 

type based on network conferencing system connection or 
load parameters and the computational power of the 
hardware or software component at the at least one 
presenter client and the at least one attendee client, 
wherein the delivery of the data updates results in 
increased network tra nsmission throughput . 
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24. (currently amended) The system of claim 23 wherein a format of the output data 
type can be changed during delivery of the data updates to the at least one attendee 
client . 

25. (previously presented) The system of claim 23 wherein the output data type 
comprises base uncompressed data. 

26. (previously presented) The system of claim 23 wherein the output data type 
comprises base compressed data. 

27. (previously presented) The system of claim 23 wherein the output data type 
comprises differenced uncompressed data. 

28. (previously presented) The system of claim 23 wherein the output data type 
comprises differenced compressed data. 

29. (currently amended) The system of claim 23 wherein the data updates are delivered 
transmitted to the at leas t one attendee client and a plurality of other attendee clients in 
parallel. 

30. (currently amended) The system of claim 23 wherein the network connection or 
load parameters comprise network connection or load parameters [[of]] at the 
conference server. 

31. (currently amended) The system of claim 23 wherein the network connection or 
load parameters comprise network connection or load parameters [[of]] at the at least 
one presenter client. 



PACE 7/13 * RCVD AT 8/13J2007 6:12:07 PM [Eastern Daylight Time] * SVR:USPTO-EFXRF-2/8 * DNIS:2738300 * CSID: 6508 123444 ■ DURATION (mm-ss):04<50 



Rug 13 2007 15:11 CRRR FERRELL LLP 6508123444 p. 8 



32. (currently amended) The system of claim 23 wherein the network connection or 
load parameters comprise network connection or load parameters of the network 
connections between the conference server, the at least one presenter client and the at 
least one attendee client, 

33. (currently amended) A method for conferencing between a oorvor and at loaot one 
client in a conferencing syste m, the method comprising: 

establishing a network connection between [[the]] a conference server, a 
presenter client and the at least ono an attendee client; 

identifying the computational power of a hardware or software component at the 
attendee client and the presenter client; and 

providing conferencing data from the conference server to the attendee at least 
e«e client the conferencing data having been provided to the 
CQnfqrenpng server by the presenter client, the conferencing data 
provided tp the attendee client in a format based on network connection 
or load parameters in the conferencing system paramo tors and the 
computational power of the presenter client and the atte ndee dienfe -a*** 

changing the format bapod on ehangoo to the conferencing syst e m paramctero . 

34. (currently amended) The method of claim 33 wherein changing the format changes 
eeeta* dynamically. 

35. (currently amended) The method of claim 33 wherein the network connection or 
load conferencing oyotom parameters comprise network connection speeds or loads at 
the presenter client . 

36. (currently amended) The method of claim 33 wherein the network connection or 
load conferencing oyotom parameters comprise network connection speeds or loads 
[[of]] at the attendee at least ono client. 

4 



PACE 8/13 * RCVD AT 8/13/2007 6:12:07 PM [Eastern Daylight Time] - SVR:USPTO-EFXRF-2/8 * DNIS:2738300 - CSID:6508123444 ■ DURATION (mm-ss):04<50 



Rug 13 2007 15:12 CRRR FERRELL LLP 



6508123444 



37. (currently amended) The method of claim 33 wherein the network connection or 
load conferencing oyatom parameters comprise ocrvor network connection speeds or 
loads at the conference server . 

38. (currently amended) The method of claim 33 wherein the conferencing data 
comprises data updates provided bv the presen ter client to [[from]] the conference 
server and from the conference server to the attendee at locmt one client. 

39. (previously presented) The method of claim 33 wherein the format comprises base 
uncompressed data. 

40. (previously presented) The method of claim 33 wherein the format comprises base 
compressed data. 

41. (previously presented) The method of claim 33 wherein the format comprises 
differenced uncompressed data. 

42. (previously presented) The method of claim 33 wherein the format comprises 
differenced compressed data. 

43. -54. (cancelled) 
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55. (new) A computer-readable storage medium having embodied thereon a program, 
the program being executable by a processor to perform a method for conferencing in a 
conferencing system, the method comprising: 

establishing a network connection between a conference server, a 
presenter client, and an attendee client; 

identifying the computational power of a hardware or software component at the 
attendee client and the presenter client; and 

providing conferencing data from the conference server to the attendee client, the 
. conferencing data having been provided to the conferencing server by the 
presenter client, the conferencing data provided to the attendee client in a 
format based on network connection or load parameters in the 
conferencing system and the computational power of the presenter client 
and the attendee client. 

56. (new) The system of claim 23 wherein the connection or load parameters comprise 
network connection or load parameters at the at least one attendee client. 
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